ThinPrint Client Windows

ThinPrint version 11.0

Manual

ThinPrint GmbH
Alt-Moabit 91a
10559 Berlin
Germany/Alemania

Cortado, Inc.

7600 Grandview Avenue
Suite 200

Denver, Colorado 80002
USA/EEUU

Cortado Pty. Ltd.

Level 20, The Zenith Centre,
Tower A

821 Pacific Highway
Chatswood, NSW 2067
Australia

ThinPrint’

E-mail: info@thinprint.com

Web: www.thinprint.com
Issued: August 30, 2016 (v181)



mailto:info@thinprint.com
http://www.thinprint.com/

Notes

© Copyright
This document is the intellectual property of ThinPrint GmbH. This document may be copied in whole or
in part, provided this Copyright notice is included in every copy.

® Registered trade marks

All hardware and software names mentioned in this document are the registered trademarks of their
respective companies or should be regarded as such.

Safety warning

Please note the safety warnings in the technical documentation from your hardware vendor and from the
manufacturer of each device and component.

Before beginning installation, we recommend closing all windows and applications and deactivating any
virus scanner.
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Server components

Client component

Overview

What is ThinPrint?

The ThinPrint product line offers premium print management for all IT environments.
No matter whether server-based, virtualized or distributed PC architecture, with
homogeneous or heterogeneous hardware and operating features, with an integrated
print server or not. Mobile employees, home employees, as well as complete branch
offices can be easily integrated into the existing corporate IT infrastructure without
any printing restrictions with regard to flexibility, performance or comfort. Thanks to
the high levels of print data compression, secure SSL-encryption, connection-ori-
ented bandwidth control, dynamic printer deployment and technology such as Driver
Free Printing, V-Layer and ThinShare, ThinPrint fully meets the requirements for pro-
fessional print management.

The technology
ThinPrint is a software solution and consists of server and client components
(Mus. 1).

Application server/
print server

- g )
Workstation Fﬂ

Local print server

s

Metwaork printer

llus. 1 using of ThinPrint with server and client components

The ThinPrint Engine is the actual core of the ThinPrint framework. It provides com-
plete printer driver management including Driver Free Printing. The ThinPrint Engine
performs the following primary functions:

Bandwidth control, encryption, and compression of print data
Virtual printer driver ThinPrint Output Gateway
(replaces printer drivers on printing computers = Driver Free Printing).

Also installed on the server side, is the License Server, which manages the ThinPrint
licenses.

A software component on the client side, ThinPrint Client is generally responsible for
receiving print data, decompressing and decrypting it, and sending it to the print
device. Many ThinPrint Clients are available for different end devices and areas of
deployment: for all Windows versions, for Mac OS and Linux as well as for internal
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and external print servers for network printers. The following ThinPrint Client types
are available for Windows:

ThinPrint Client Windows for ICA

ThinPrint Client Windows for RDP

ThinPrint Client Windows for TCP/IP (as a Windows application)
ThinPrint Client Service Windows (as a Windows service)

The ThinPrint Client Service Windows uses TCP/IP as print protocol. This Client type
differs from the ThinPrint Client for TCP/IP because it is running as a Windows service
under Windows. This has the advantage that no user must be logged onto the com-
puter running ThinPrint Client Service Windows. No page preview is possible with
this ThinPrint Client type.

Driver Free Printing

ThinPrint Output Gateway is a virtual printer driver which enables print jobs to be
rendered only on clients with Windows as the operating system; an optional print pre-
view is also available on workstations.

Page setup Client-side printer properties such as paper sizes and sources, print quality, color,
orientation, print on both sides and finishing options will be displayed in Output Gate-
way’s user interface (lllus. 2, left).

i Standardwerte for Lexmark T644 B 0 e ps4MLexmark TH48#ws04:1 Prape ties (=]
Layout| Papier/Duaiitt Page Setup | Advanced | Finishing | Compression|
Schachtauswah! Paper size: 2105 297 mm
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i & Butamatisch auswahlen Print quaky:
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Abbrechen

() Flip on shart edge

llus. 2 display of paper sources on a workstation (left) and in a terminal session

(right)

ThinPrint Client on local print servers

The ThinPrint Client Service Windows is installed only on local print servers where
it runs as a Windows Service — in contrast to the other ThinPrint Clients Windows
which are generally installed as an application. The local print server with its Thin-



Installing ThinPrint Client

Print Client can be a real or virtual Windows machine with a server or workstation
operating system.

A ThinPrint Client on a local print server can greatly simplify the introduction of
ThinPrint because it can receive ThinPrint print jobs for an entire group of clients and
printers, decompress and decrypt them, and then distribute them conventionally in
a local network (lllus. 3). Then the ThinPrint Client is only necessary on the local
print server for this remote LAN. Otherwise, the ThinPrint Client must be installed on
each end device: rich clients, printers, print servers, thin clients, etc. This could
mean that with thin clients, for example, a BIOS update is necessary.

Even mixed environments pose no problem: The ThinPrint Client is installed onto
all devices where simple installation is possible, and all others are served by the local
print server. More information can be found in the technical information Windows
computer as a ThinPrint Client Gateway.
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llus. 3 local print server with a ThinPrint Client (example)

Installing ThinPrint Client

Technical requirements

ThinPrint Client Windows 11.0 can be installed onto the following systemsl:

* Windows 10, 8.1, 8 and 7 SP1

* Windows Server 20162, 2012 R2, 2012 and 2008 R2

1 For older operating systems older versions of ThinPrint Client Windows can be used.

2 assoon as available
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Note! In case the print protocol ICA is to be used, please install the Citrix
Receiver before the ThinPrint Client.
To do so, verify that both the Citrix Receiver and the ThinPrint Client are
installed with administrator privileges and there are no user-based Citrix
Receiver installations on the system.

For the unattended installation see the technical information Preconfiguration and
unattended installation of ThinPrint Client Windows. The following describes the

attended insta

[lation.

Installing the ThinPrint Client

1. Log in with administrator privileges.
2. Download of ThinPrint Client at www.thinprint.com. Start SETuP file (lllus. 4)

or the relevant .msi file3.

SN AL ThinPrint 11.0 = B
File Home  Share  iew 7]

:@-_) - 1 <« Local Disk (C:) » install » ThinPrint 11.0 v & Search ThinPrint 11.0 ¥}

» 30 Favorites Setup_ThinPrintClient_x64.exe Date modified: 6/22/2016 10:47 A...

Type: Application Size: 264 MB

> | Libraries

*?Il Metwork

1item = =

llus. 4 installing ThinPrint Client Windows

3. Select the language for your installation: English, French, German or Spanish.

4. InstallSh

ield Wizard opens. Click Next.

3 can be extracted from this using the call: Setup.exe /a


https://www.thinprint.com/en/resources-support/software/clientsandtools/
http://www.thinprint.com/Download/ClientsTools/Download/Clients.aspx

Installing ThinPrint Client

5. Read the license agreement and accept its terms with NEXT.

6. On local print servers, select TCP/IP as the protocol for printing (lllus. 5), on
workstations it depends on the print environment. Additionally, the chosen pro-
tocol needs to be specified in ThinPrint Engine (see the corresponding ThinPrint
Engine manual).

) ThinPrint Client Windows 11 “

Select ThinPrint Client

ThinPrint’

Select the ThinPrint Client bype you wish to install,

Click on an icon in the list below to change how a feature is installed.

Description

[ Qvl ThinPrint Client Windows

s % | ThinPrink Client ROP ThinPrint client component For
- ¥ | ThinPrint Client ICA decompression and decryption of
print jobs, The ThinPrint Client

TCPIIP uses the TCPYIP protocol
and can be implemented in any
environment.

ThinPrint Client TCR/IP

Installshield

Help Space < Back Cancel

lllus. 5 select the print protocol

7. With SPACE you can verify if your hard disc space is sufficient for the installation

of this software.
8. Then, click INSTALL.
9. Choose the installation path (lllus. 6) and click NEXT.

s ThinPrint Client Windows 11 | x|
Destination Folder —. . i
) ) ) ) ) hinPrint®
Click Mext to install to this folder, or click Change to install to a " | HI'I] ] rrﬂ [l.l] L
different folder.
Install ThinPrint Client \Windows 11 to:
.’—/ C:\Program Files!, ThinPrint Client), Change...
Installshield
< Back Cancel

lllus. 6 changing installation path if necessary
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10. If you chose TCP/IP as print protocol: On workstations, select ... AS AN APPLICA-
TION. On local print servers, ThinPrint Client is installed as a Windows service;
for this purpose enter a user account or select LOCAL SYSTEM (default, lllus. 7).

s ThinPrint Client Windows 11 | x|
ThinPrint Client TCP/IP —— - -
. . . . . - - . 1] - +"
Select if you wish to install ThinPrint Client TCPIP as an application || ”l'l] rr" [l.ﬂ L
ar as a service,

(®) Install ThinPrint Client TCP{IP as an application
E. g., for installation on workstations

() Install ThinPrint Clisnt TCR{IP a5 a service
E. g., for installation on local print servers or gateways

Account
® Local system

This user account:

User name:
Password:
Installshield
< Back Cancel
llus. 7 installing the TCP/IP client as an application or a service

11.Then click INSTALL, to start installation. Please wait while the Install Shield Wiz-
ard installs ThinPrint Client Windows. This may take several minutes.

12. Following a successful installation you will see the screen shown in [llus. 8 with
the message: “InstallShield Wizard Completed”. Click FINISH.

) ThinPrint Client Windows 11 “

InstallShield Wizard Completed
s g w @

The Installshield Wizard has successfully installed ThinPrink
Client Windows 11, Click Finish ko exit the wizard,

Launch the program

ThinPrint
Client Windows
11

@ 10002016 ThinFrint GmbH

lllus. 8 ThinPrint Client successfully installed
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Running the ThinPrint Client

All ThinPrint Clients Windows are started automatically:

* The RDP type is started with a respective session.
* The ICA type is started automatically with a XenApp or XenDesktop session.
Log off once from the workstation before.
* The TCP/IP type as an application is started using an entry in the STARTUP
folder, the other TCP/IP type as a Windows service on local print servers.
If the printer list of ThinPrint Client Service Windows is empty after starting the
operating system (lllus. 12) maybe the client started faster than the Print
Spooler. In this case start the TP Client Service Windows delayed in time —
either using the start type AUTOMATIC (DELAYED START) or per script (start type:
MANUAL); this could be the following:
ping 127.0.0.1 -n 30 >NUL
net start Thn32svc

Configuration with ThinPrint Client Manager

Remember, several changes only take effect after restarting the ThinPrint Client Win-
dows (Page 12).

Note! The ThinPrint Client configuration using group policies is described in
the ThinPrint group policies manual.

Starting ThinPrint ThinPrint Client Windows is configured with ThinPrint Client Manager, which can be
Client Manager opened in the START menu (Illus. 9, left arrow) or, if running, from the task bar
(Mus. 10).

Illus. 9 ThinPrint Client Manager in Start menu: Configuration (left arrow) or Start
(right arrow)

11:43 AM
1/29/2014

[= [mz 72 @) ENG

lllus. 10  ThinPrint Client in the task bar
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— The ThinPrint Client Manager will open (lllus. 11).

Client Manager has four columns, of which the fourth (Connection Service) is only
activated when required (see lllus. 16 on Page 15). The tabs are explained below.

ThinPrint Client ThinPrint Client must be restarted for changes in configuration to take effect
restart (see Running the ThinPrint Client, Page 11).

Setup tab
Current printer Select CURRENT PRINTER here (lllus. 11). Print jobs are printed from the current

printer if the printer ID can't be determined (e.g., no printer ID is given under printer
name on the server).

= ThinPrint Client Manager

Setup | Assignment | Advanced | Connection Service
L EHRS] p et
I RAIRIANALILY

Current printer

(®) Inherit spstem's default printer

() Use this printer: Dell 2150ch

Default at server

lllus. 11  ThinPrint Client Manager: CURRENT PRINTER

If the user's default printer in his local printer folder should be his default printer in
the session, leave the settings unchanged (INHERIT SYSTEM’S DEFAULT PRINTER).

If another printer is to be provided as default printer in the session, select the pre-
ferred printer under USE THIS PRINTER.

In both cases, DEFAULT AT SERVER remains checked. Only remove the checkmark
if you don't want the default printer allocation to be influenced by the Client (but
rather by server settings).

Take note that the default printer can also be determined by certain server settings.
These settings might then take priority over the settings in ThinPrint Client. For assis-
tance, read the corresponding ThinPrint Engine manual.
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Assignment tab
Printers ASSIGNMENT lists all printers that are found in the client's printer folder with their IDs
and their IDs and their classes (lllus. 12).
= ThinPrint Client Manager

Setup | Assignment | Advanced

Frinter assignment

Printer D Class  »

Fyocera FS-CE1000M
HF Color Lager)et 3600
Dell 2150en

4aql0B0. ourdomain. localPrint-to-ePaper e

Enable zending properties

lllus. 12  printers with assigned IDs

The printer IDs are automatically assigned by the ThinPrint Client Windows and are
necessary for manually assigned printer names on the ThinPrint Engine (without
AutoConnect or Management Center/Services; for more information, see in the cor-
responding ThinPrint Engine manual).

Reload Printers You can immediately update the printer list if you click on RELOAD in the context menu

(right mouse button) of a printer listed in the window. You can also highlight several
printers simultaneously to select or unselect (Illus. 13).

= ThinPrint Client Manager

Setup | Assignment | Advanced

Frinter assignment

Printer D Class  »
C8100DM
HF L 3 Reload

Select

v

e Unselect

Enable zending properties

lllus. 13  reload Printer list
Enable sending If this option is enabled and AutoConnect, Management Center or Management Ser-
properties vices is/are used, the client printer's paper trays as well as duplex settings, paper

formats, color settings, location, comments and print quality will be applied to the
printer created on the server.

AutoConnect and Management Center/Services

It's also possible to select different printers by checking (or unchecking) the box next

to them. All selected printers are created or connected automatically on a server or

in a session by AutoConnect or by Management Center or Management Services.
AutoConnect will automatically map all selected printers on a server and connect

them with a ThinPrint Port — provided templates exist and AutoConnect is running on
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Printer class

the server (= auto-created printers). When starting a terminal session all marked
printers are created automatically in the session. For more information please refer
to the corresponding ThinPrint Engine or Management Center manual.

Note! If no printer is created by AutoConnect during the first connection after
installing the ThinPrint Client Service Windows or if printing to the current
printer does not work (if no printer ID is assigned in the server-side printer
object), please follow these steps:

* Choose CURRENT PRINTER, then use the option USE THIS PRINTER in the Thin-
Print Client Manager and select a printer.

* Restart the Windows service TP CLIENT SERVICE WINDOWS (Page 12).

or

* Log on one time with the Administrator account which has been entered
during the installation of the ThinPrint Client Service Windows (lllus. 7 on
Page 10). Open the Printers folder and reassign the Windows default printer.
* Restart the Windows service TP CLIENT SERVICE WINDOWS.

* Refer to the section Troubleshooting in the corresponding ThinPrint Engine
manual.

Double clicking a printer name opens an input box for specifying the printer class
(Illus. 14). The result is shown in lllus. 15.

Printer Class
Select printer class name for:
HF Color Lazer)et 3600
HPCalod Y]

lllus. 14  enter class name

Note! Unlike printer names, class names may not be longer than 7 characters
and may not included blank spaces.

= ThinPrint Client Manager

Setup | Assignment | Advanced

Frinter assignment

Printer D Class &
Kyocera FS-CE100DM 2

HP Calor Las 500 3 HPCalor
Dell 2150ch 4
Yhagl0B0.ourdomain, local\Print-to-eFaper - & w

Enable zending properties

lllus. 15  printers with ID and class
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Configuration with ThinPrint Client Manager

Advanced tab

The ADVANCED panel (lllus. 16) offers the following settings:

Check this box and enter a bandwidth value. If the value is larger or if CLIENT CONTROL
is disabled at the server, server settings are applied (see Configure tab in the corre-
sponding ThinPrint Engine manual).

Enter here the port number where ThinPrint Client Windows should receive incoming
connections. Be sure: Same TCP port number for both ThinPrint Client Windows and
ThinPrint Engine printer port to which the client printer is connected.* Otherwise,
communication between the two ThinPrint components is impossible. Default TCP
port number is 4000. Make certain that this port is open for both incoming and out-
going connections. If you want to avoid that condition, you can use the ThinPrint Con-
nection Service (outgoing connection only).

If you want to use the Connection Service, enable its check box (TCP/IP type only).
Once it has been activated, the additional tab card called CONNECTION SERVICE will
be added. This tab offers settings for using the Connection Service (see Connection
Service tab below). Default: disabled

Changes are applied without quitting ThinPrint Client Windows — changes could,
however, first be functional after restarting the service (ThinPrint Client restart on
Page 12).

The CLOSE button can only be used with the TCP/IP type of ThinPrint Client as a Win-
dows application. The RDP and ICA type are started and closed automatically with
the session. The ThinPrint Client Service Windows is closed in the SERVICES folder;

therefore the CLOSE button is grayed out here. The ThinPrint Client must be restarted
before ThinPrint printing resumes.

ThinPrint Client Windows for TCP/IP

Setup | Assignment | Advanced | Connection Service

[] Bandwidth [kkit/s (kbps]): 0 TCP part: | 4000

Usze Connection Service

ThirPrirt Clignt for TCPAP 11.01285.6

TPView.dll 11.0.1182.3
Cloze

TPPrintTicket.dil 10.6.227.2

lllus. 16  ThinPrint Client Manager for Windows: advanced options

Connection Service tab

The TCP/IP type of ThinPrint Client installed on a local print server can connect to
the Connection Service installed on any server. Print jobs can then be sent via

4 See also Configure tab in the corresponding ThinPrint Engine manual.
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TCP/IP, even where a local print server is found in a masked network (e.g., behind
a router with Network Address Translation) or firewall restrictions necessitate to turn
the communication direction (lllus. 17).

Server
ThinPrint Connection Service

Server
ThinPrint Engine

Connected Gateway
ThinPrint Client Service

Windows

ThinPrint Gatewsay
hinPrint Client

lllus. 17  local print servers with a ThinPrint Client as gateways (example)

The CONNECTION SERVICE tab (lllus. 18) offers settings for using the Connection
Service. Please also note the information about installing and configuring the Con-
nection Service in the manuals ThinPrint Engine on print servers, Management
Center and Connection Service.

|
*

Setup | Assignment | Advanced | Connection Service

Connection server address: 192.168.210.52 TCP port: 4001

Client 1D: | 354 Authentication key: | 777

Connection retry interval [z):

Connected: 192.168.210.52:4001 354777

lllus. 18 ThinPrint Client Manager started; CONNECTION SERVICE tab

Connection server Enter the IP address of the server on which the Connection Service has been
address installed.
TCP port Enter the number of the TCP port via which the ThinPrint Client connects to the

Connection Service. Default port number is 4001.
Authentication key Enter the ThinPrint Client’s authentication key for the Connection Service.

Client ID Here you enter the Client ID that was assigned to this user by the server with the
Connection Service.



Connection retry
interval (s)

Status line

Configuration with ThinPrint Client Manager

Enter the wait time (in seconds) after which a new attempt should be made to estab-
lish a connection if the Connection Service is not reachable. Default: 300 (five min-
utes).

After successful connection to the Connection Service, the status line will display the
server |IP address as well as the TCP port number, client ID, and authentication key.
If no connection could be established to the Connection Service, the status line
shows the message “Not connected” (see Illus. 18).

SSL encryption

If you want a secure connection between ThinPrint Engine and ThinPrint Client, you
can encrypt print data with SSL.

This print data encryption is based on client authentication. When using SSL
encryption, two certificates are installed on the server where ThinPrint Engine is run-
ning, and a certificate signed by the server is installed on the client. More information
is found in the section Encryption of print data of the corresponding ThinPrint Engine
manual.

We recommend creating certificates with an individual certificate server or
requesting them from an official source®. Please note that the certificate must be a
X.509 certificate (file format *.cer, *.pfx or *.p12). See the technical information
Creating SSL certificates for printing with ThinPrint.

Importing SSL certificates

If the USE ENCRYPTION option is enabled in the ThinPrint Port com‘iguration6 on the
server, a relevant SSL certificate, which has been signed by the server, must be
imported to the machines on which a ThinPrint Client is running.

Note! Client certificates have to be imported in the client machine’s certificate
store. Either you import the certificates individually for each user (at My USER
ACCOUNT) or one time per machine (at COMPUTER ACCOUNT). Did you choose
the Computer Account you have to assign permissions to the certificate after-
wards, if the computer user(s) are not members of the Administrators group
(see Creating SSL certificates for printing with ThinPrint). If the computer has
its own certificate set the registry value CERTSTORE to 1 (Additional Registry
entries of ThinPrint Client Windows on Page 25).

In case CERTSTORE=1 shouldn’t work, either install the certificate for each
user (and set CERTSTORE back to 0) or download the Windows HTTP Services
Certificate Configuration Tool from Microsoft's website and run the following
on the Command Prompt as admin and for each user (lllus. 19):
WinHTTPCertCfg.exe —-g —c¢ LOCAL MACHINE\MY -s <CertName>
—a <UserName>

5 e.g., www.verisign.com

6 See Encryption of print data in the corresponding ThinPrint Engine manual.


http://www.verisign.com/products-services/security-services/ssl/index.html
http://www.microsoft.com/en-us/download/details.aspx?id=19801
http://www.microsoft.com/en-us/download/details.aspx?id=19801
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o] Administrator: Command Prompt = B “
Microsoft Windows [Uersion 6.3.96881 ~
{c? 2813 Microsoft Corporation. All rights reserved.

C:\Program Files (xB6>“Windous Resource Kits:Tools>WinHITPCertCfg.exe —g —c LOCA
L_MACHINENMY -s "Company HY¥Y- Client" -a userl

Microsoft (B) WinHITP Certificate Configuration Tool

Copyright (C> Microsoft Corporation 2081 .

Matching certificate:
E=testBthinprint.con
CN=gnmpany K¥- Client
=TP

L=Berlin

S=Berlin

C=DE

Granting private key access for account:
OURDOMAINsuserl

C:\Program Files (xB6>-“Windows Resource Kits“Iools>

lllus. 19  Windows HTTP Services Certificate Configuration Tool: assigning the permis-
sion for the installed certificate to a specific user

1. To install a client certificate, open the Microsoft Management Console (MMC).
2. Select either the following in MMC on the client PC per user:
FILE— ADD/REMOVE SNAP-IN— ADD—> CERTIFICATES— ADD— MY USER
ACCOUNT— FINISH— OK
Or select for the machine:
FILE— ADD/REMOVE SNAP-IN— ADD—> CERTIFICATES— COMPUTER ACCOUNT—>
NEXT— LOCAL COMPUTER— FINISH— OK
3. Now import the certificate by selecting ALL TASKS— IMPORT in the PERSONAL
context menu (lllus. 20), then NEXT— BROWSE— NEXT— PASSWORD—>
NEXT— PLACE ALL CERTIFICATES IN THE FOLLOWING STORE— NEXT— FINISH— OK

Iﬁ File Action Wiew Favorites  Window  Help BEE

e nE Bl cE BE

[ Consale Raat A || object Type Actions
4 G Certificates - Current User -
= Personal - — There are no iterms ta show in this view, Personal

b Trusted Find Certificates... | Mare .. b
I+ [ Enterpri &)1 Tasks r Find Certificates..
[ Interme
&[] Active D! Wiew 3 Request New Certificate..,
& [ Trusted Meww Windou from Here ‘ Impart.,
& [ Untruste L
& 7 Third-P Mewy Taskpad View.., Advanced Operations 3
[ Trusted Refresh
o T Cliawt Al 4

£idd a certificate to i

lllus. 20  starting import of an SSL certificate (example for My USER ACCOUNT or CUR-
RENT USER)

[llus. 21 and 22 show the results of import (Illus. 21 for Current User; lllus. 22 for
Local Computer).

Iﬁ File Action \View Favorites Window Help HER

e’ nEHolcE HE

[ Consale Root A || Issued To Issued By Expiration Date  Intended Purposes || Actions

Eﬁ'%“p‘f"at“l'c“m“t“‘” Tl Company Xy Client  Company ¥v-CA  /6/2016 Client Authenticatio|| Cartifica, -
4 [ Persana

| Certificates More .. »
1 [ Trusted Root Certification Autharities

» [ Enterprise Trust
& [ Intermediate Certification Authorities
& [ Active Directory User Dbject v« 3

Personal store contains 1 certificate,

lllus. 21  SSL certificate imported to a client machine (example for CURRENT USER/PER-
SONAL)
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IE File Action View Favorites Window Help (= =]

e» zEo0l6E BE

] Consale Root Al lssued To

i G Certificates - Current User
Gl Certificates (Local Computer)
4 [ Personal Mare ... ¥
b [ Trusted Root Certification Authorities
1 [ Enterprise Trust
b [ Intermediate Certification Authorities v || < >

Issued By Expiration Date Intended Purposes || Actions
TlCompany X¥- Client  Company X¥-CA /672016 Client Authenticatio| | Certifica,, -

Personal store contains 1 certificate,

lllus. 22  SSL certificate imported to a client machine (example for LocAL Com-
PUTER/PERSONAL)

Registry entry CertName

Before sending encrypted print data, the server checks whether the name of the
imported certificate is included in the CertName entry in the client machine’s Reg-
istry and whether the stored certificate is present on the client. Enter the CertName
entry in the Registry as follows:

1. After the certificate has been imported, create the following Registry entry with
data type REG_Sz on the client machines (Illus. 23):

hkey local machine\software\thinprint\client\CertName

o Registry Editor = =
File Edit ‘“iew Favorites Help
1+ | HKEY_CURREMT_LISER & [ Name T Data
4 Ju HKEY_LOCAL_MACHINE 28] (Default) REG ST fualue not set)
> -4 BCDO0000000 _b 58] Certhame REG_SZ
b+ L) HARDWARE -
bl SAM
i | SECURITY

4| EOFTWARE

bl ATl Technologies

b C\.asses Walue name:

o Ly Clients

. Certhame

Doy Intel

- L Macromedia Walue data:

b -l Micrasoft Company $v- Clien

- QDBC

bl Policies Cancel

| ReqgisteredApplications
ThinPrint
. Client

il TRPmUI LS s
Cornputer\HKEY_LOCAL_MACHINEASOFTWARE ThinPrintiClient

lllus. 23  registry entry for SSL encryption on Windows clients (example for COMPANY
XY- CLIENT certificate)

2. Enter as value the name of the imported certificate as displayed in the column
ISSUED TO of the MMC'’s certificate overview (COMPANY XY- CLIENT as example in
illus. 21 and 23).

3. Restart ThinPrint Client Service Windows (Page 12).

The CertName Registry entry is only needed for encrypting print data; receipt of
unencrypted print data is still possible.

Remote client configuration

You can also configure ThinPrint Client Windows remotely, from a server that's run-
ning either a ThinPrint Engine or ThinPrint Management Center. To facilitate this, the
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entry RmtConf is needed in the Windows registry of all client machines you want to
configure (see lllus. 24 and Additional Registry entries of ThinPrint Client Windows

on Page 25)), together with the appropriate settings on the server (a ThinPrint Engine
in this example).

— Open the Windows registry of the client machine you want to configure. Add
the entry RmtConf (reg_mulit_sz) under hkey local machine\soft-
ware\thinprint\client. Enter the IP addresses of all those machines
from which the client should be configured (lllus. 24).

— Restart ThinPrint Client (Page 11).

File Edit View Favorites Help

b .. HKEY_CURRENT_USER ~
. HEEY_LOCAL MACHINE
(>~ | BCDO0000Q0D

[
P

[ Mame Type Data
“ ab) {Default) REG_SZ falue nat set)

gﬂCsrtName REG_S7 Company XV- Client

HARDW/ARE s H
A ﬁ 2bERmtCanf § REG_MULTI_SZ 192,168.140.87 192,168.140.121

K
K

| SECURITY

| SOFTWARE

b ATl Technologies
.D | Classes

.D- | Clients

'
I_>
I_>
I_>
I_>

4

It

- Macromedia
J Micrasoft

, ODBC

J Policies

, RegisteredApplications
J ThinPrint
. Client

: L. TPPrmUI i |/ 2
Computer\HKEY_LOCAL_MACHINE\SOFTWAREVThinPrint\Client

lllus. 24  ThinPrint Client machine: registry entry RMTCONF added for remote configu-
ration of ThinPrint Client

— Go to the machine on which ThinPrint Engine is installed. Open the Engine con-
figuration and select THINPRINT CLIENT— ADD and enter the address of the cli-
ent machine to configure (lllus. 25).

E ThinPrint Engine - (O x
File Action View Help

«=[FH

& ThinPrint

=] '[hmPrmt Engine (ROSH-009) g_ . - Select Computer .
b Be Licenses P
() CORTADO Select the computer you want this moduls to manage.

Cartado ofters with its ThinPrint brand the leading enterprise solution for This module wil shways manage:
range of products is completed with diverse mobile business solutions fi
warticals.

) Local computer (the computer this console is unning on)

® Another computer: [152.158.149.86] Q— | [ Bronse.. |
=4 .

ThinPrint Engine

0K C |
lE ThinPint Client _. Add

g License Manager Add U

v

lllus. 25  ThinPrint Engine machine: add ThinPrint Client and enter the address of the
client machine to configure
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— Now, the selected machine is ready for remote configuration (lllus. 26).

= ThinPrint Engine - | o [T

File Action View Help

&= 2z

" ThinPrint ThinPrint Client (W594) Actions
- [E ThinPrint Engine RODSH-009) (F— ThinPrin.. =
[} L':_enses E Setup |Assigmment | Advanced I Connection Service ‘ M »
= ThinPrint Client (W534) Oore ...
Th: il
ThinPrint
Current printer

(®) Inherit system’s default printer
O Use this printer: | Dell 2150en

[] Default at server

ThinPiint Client on w534

lllus. 26  ThinPrint Engine machine: remote configuration of a ThinPrint Client
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Customer service and technical support

www.thinprint.com/— RESOURCES & SUPPORT
https://www.thinprint.com/en/resources-support/support-request/

Additional resources

Further information about ThinPrint can be downloaded from our website.

Manuals and other technical information are available at
https://www.thinprint.com/en/resources-support/guides-manuals/.

Thin Clients or terminals with embedded ICA/RDP type of ThinPrint Client as well as
ThinPrint gateway appliances can be found at
https://www.thinprint.com/en/resources-support/supported-devices/.

The current version of ThinPrint Engine, can be downloaded at:
www.thinprint.com/demo.

ThinPrint Clients as well as tools like Finishing Detector and ThinPrint Preview
(TPView.exe) can be found at
https://www.thinprint.com/en/resources-support/software/clientsandtools/.
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Updating or uninstalling ThinPrint Client

Updating ThinPrint Client

Please note that previous settings are still valid when updating or installing ThinPrint
Client on a machine where it was installed before. No printer information will be lost
because it's saved in the Windows Registry. Just install the new version of ThinPrint
Client.

Uninstalling ThinPrint Client

1. Select CONTROL PANEL— PROGRAMS AND FEATURES, select ThinPrint Client
Windows, and click UNINSTALL (lllus. 27).

e Programs and Features - O

T D b Control Panel » A&l Control Panel lterns  » Programs and Features v G Search Programs and Features 0
File  Edit View Tools Help

Control Panel Home .
Uninstall or change a program
View installed updates To uninstall a program, select it from the list and then click Uninstall, Change, or Repair.

'f‘_g' Turn Windows features on or
off

Organize ~ | Uninstal - @
Install a program from the -
network Marme Uninstall this pregram. Installed On Size Wersion
W 5naglt 6 TechSmith Corporation  10/31/2012 6.3
F= ThinPrint Client Y¥indows 10 Cortado &G 1222014 12.2ME  10.0.60
Cortaclo AG Preduct versien:  10.0.60 Support link:  http://www.cortade.com
Help link:  http:/fwwwi.thinprint.... Sizer 122 MB

lllus. 27  uninstalling ThinPrint Client

Note! The SERVICES configuration must be closed to uninstall a Windows ser-
vice (here: TP CLIENT SERVICE WINDOWS).

Repairing ThinPrint Client

Should ThinPrint Client Service Windows ever quit functioning, you do not have to
reinstall it — you can repair it. To do so, start the setup of ThinPrint Client Windows
again (lllus. 4 on Page 8) and select REPAIR.



Name

Bandwidth

ConnAuthKey

ConnMode

ConnPort

ConnServer

ConnUID

ConnWait

DefaultState

PName _n

Port

Relevant entries in Windows Registry
Registry entries of ThinPrint Client Windows

The ThinPrint Client creates the following registry entries, if necessary:

hkey local_machine\software\ThinPrint\client

or:

hkey current_usensoftware\AppDataLow\software\ThinPrint\Client

Menu item
(ThinPrint Client
Manager)

BANDWIDTH

AUTHENTICATION
KEY

USe CONNECTION
SERVICE

TCP PORT
(CONNECTION
SERVICE)

CONNECTION
SERVER ADDRESS

CLIENT ID

CONNECTION
RETRY INTERVAL

DEFAULT AT
SERVER

PRINTER
(ASSIGNMENT)

TCP PORT
(ADVANCED)

Description

Client-side bandwidth setting (bit/s or
bps)

Value can be defined by the admin on
the connection server; otherwise it's
irrelevant for the first logon, but may
not be changed thereafter

O = Receiving print jobs without Con-
nection Service (Listen Mode)
1 = with Connection Service

TCP port for communication with the
Connection Service; be sure: same TCP
port number as Connection Service's
ClientPort

IP address of the computer on which
Connection Service is running

Client ID for Connection Service — an
unambiguous ID must be assigned for
all clients (TPUID)

Wait time for connection retries if Con-

nection Service is not reachable (in sec-

onds)

AutoConnect defines current printer as
default printer at server (Setup tab on

Page 12)

Name(s) of client printer(s) as read from
the system settings

TCP-Port for communication with the
ThinPrint Engine; must be the same as
Port of ThinPrint Engine with a normal
ThinPrint Port

Type

reg_dword

reg_dword

reg_dword

reg dword

reg sz

reg_dword

reg_dword

reg_dword

reg sz

reg_dword

Appendix

Default
value

none

4001

127.0.
0.1

300

none

4000
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Name

PrinterClasses

PType n

Selected
Printer

Send
Properties

UseWDefault

WatchPrinters

Name
AdminOnly

ConnKeep-
Alive

DefPrintState

Lang

Menu item
(ThinPrint Client
Manager)

CHOOSE CLASS
NAME

CLASS
(ASSIGNMENT)

CURRENT PRINTER

ENABLE SENDING
PROPERTIES

INHERIT CLIENT'S
DEFAULT PRINTER

Description

Names of the created printer classes

Assigned printer class (n corresponds to
n from PName_n) plus printer driver
name

ThinPrint Client’s default printer

AutoConnect option for sending printer
properties

Set to use local Windows default printer
as CURRENT PRINTER

Observes the printer folder and
refreshes printers in ThinPrint Client
immediately. Enabling/disabling
depends on Enable sending properties,

Page 13.

hkey local_machine\software\ThinPrint:

Menu item
(ThinPrint Client
Manager)

ADMINISTRATORS
ONLY

RELOAD (printers)

Description

Restricts client configuration to admin-
istrators only

Interval for refreshing the connection;
has to be lower or equal than Connec-
tion Service's KeepAliveTO (server
side); (in seconds)

New printers in ThinPrint Client are
checked immediately (Illus. 13 on

Page 13)

Available languages for ThinPrint Client:

enu: English
deu: German
fra: French

esn: Spanish

Type

reg sz

reg sz

reg sz

reg_dword

reg_dword

reg_dword

Type

reg_dword

reg_dword

reg_dword

reg sz

Default
value

PCL5,
PS,
TXT

none

Use-
WDe-
fault

Default
value

60

enu
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Additional Registry entries of ThinPrint Client Windows
The following Registry entries can be created manually under:
hkey local _machine\software\ThinPrint\client
or
hkey current_user\software\AppDataLow\software\ThinPrint\client

Default

Name Description Type
PH yp value

CachePrin- If set (= 1) the ThinPrint Client turns on the caching of reg_dword 0
terIDs printer IDs: Values of printers that do not exist (anymore)

will not be removed from registry (see PName_*, PType *,

PUsed_* and PPort_*). For each newly added printer the list

will be searched for a matching printer name to take the

according ID. If no matching printer name was found a com-

pletely new ID will be assigned.

CertName Name of the imported SSL certificate (Registry entry Cert- reg sz none
Name on Page 19)

CertStore 0 = use the user’s certificate store reg_dword 0
1 = use the computer’s certificate store
Note: Permissions has to be assigned to the certificate (see
the technical information Creating SSL certificates for
printing with ThinPrint).

DebugFile Path to the log file (together with DebuglLevel only) reg sz none

Debuglevel Bit 1: log errors reg_dword none
Bit 2: log warnings
Bit 3: log information
Example: 7 = log all
(together with DebugFile only)

HKCU 1= ThinPrint Client configuration is user specific saved reg_dword 0
under: hkey_current_usensoftware\thinprint\client

NewID Specifies the starting value for printer ID assignment reg_dword none

RmtConf IP address of the administration machine (e.g., with reg multi_ sz none
ThinPrint Engine or Management Center installed) from
which the ThinPrint Client remote configuration is allowed.
It is possible to enter more than one address (Remote client
configuration on Page 19)

SetIDList Specifies whether changes in the ThinPrint Client (new reg_dword none
printers, classes, etc.) should be applied when client is
restarted
1 = changes are applied (printer list is updated)
0 = changes are reset
Note: The Reload Printers function (Page 13) has a higher
priority than these settings.
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Name

BlockProper-
ties

BoundIPs

RestrictGUI

StartDelay

hkey local_machine\software\ThinPrint\client

Description

List of printer drivers to disable the fetching of the printer
properties for (these native drivers will not be queried for
their printer properties by the ThinPrint Client). The name of
a printer driver must be on each single line. This list may be
overwritten by settings from the GPO.

Contains a list of IP addresses the ThinPrint Client is sup-
posed to listen on. This is a White List, i.e. the client listens
only on these IPs. Each IP address must be one line.

Allows restriction of the ThinPrint Client GUI through GPO.
Bit O: Hide GUI completely. If the bit is set (= 1) the tray
icon of the client will not be shown.

Time to wait after starting the ThinPrint Client (in seconds).
During this time, the client doesn't accept any TCP connec-
tions nor processes any other work.

Type

reg multi_sz

reg_ multi_sz

reg_dword

reg_dword

Default
value

none

none

Further information on the single entries can be found in the respective sections of
this guide and of the technical information Preconfiguration and unattended instal-

lation of ThinPrint Client Windows.

How can | suppress incorrect print jobs?

Environment
Server central

Satellite offices with local print server (and own administrator)

Local print server serves, configured for Connection Service support

Scenario

The local administrator deletes printers on the local print server without informing
the central administrator; or, a printer is configured with an incorrect printer ID on

the central server.

What happens? ThinPrint print jobs that are sent to a printer which no longer
exists or to an incorrect printer ID on the local print server are rerouted to the current

printer listed in ThinPrint Clients Service Windows.

If printout of the “wrong documents” from the current printer is not desired,

unwanted print jobs can be deleted automatically. Specify this as follows:

Solution

Create a printer that refers to nul: on the local print server and set it as current

printer.
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Procedure’

1. Open the PRINTERS panel.

2. Do not select a printer. Select FILE— SERVER PROPERTIES.
This opens the window PRINT SERVER PROPERTIES (Illus. 28).

3. All available printer ports are listed on the PORTS tab.
If a “NUL:"” port is already available, the panel can be closed. Otherwise, the
port must be created using the ADD button (lllus. 29).

4. Mark the LocaL PorT, and click NEw PORT.

Print Server Properties “

Iﬂl

Forms | Ports | Drivers | Security | Advanced

WAMO002
!

Parts on this sercer

Port Descriptian Printer G
Printer Port

LPT2: Printer Port

LPT3: Printer Port

COR3: Serial Port

COkd: Serial Port

COrMT: Serial Port

COr2: Serial Port

FILE: Print ta File v

_-a-n’ Add Port... Delete Part Configure Part.,

lllus. 28 adding a printer port

Printer Ports “

Available port types:

—

Standard TCPAIP Port

MNew Port Type.., Cancel

lllus. 29  new Local Port

5. Enter NUL: as port name (lllus. 30).

6. Close all dialogues with OK.

7. Associate an unused printer with the port “NUL:” — for example, CANON INKJET
0253 (Illus. 31).

8. Set this unused printer as current printer in ThinPrint Clients Service Windows
(lllus. 32).

7 with Windows XP as example
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28

— HUL] | Cancel

Port Mame

Enter a port name:

lllus. 30  printer port name: NUL:

ThinPrint’

=) Print Server Properties

| Forms | Ports | Dirivers I Security I Advanced|

a WAMO002

Parts on this sercer

Part Description Printer
COrMT: Serial Port
COr2: Serial Port
FILE: Print to File

192.168.2... Standard TCP/IP Port HP Colaor Laserlet 3600
192.168.2... Standard TCP/IP Port Lexrnark Todd
PORTPRO.. Local Port

Local Port

Microsoft XPS Docurnent Writer

| Add Port.. | DeletePort ||

Configure Part.,

| (] 8 || Cancel |

Apply

lllus. 31  associating an unused printer with the NuL: port

= ThinPrint Client Manager

Setup |Assignment I Advanced I Cornection Service|

ThinPrint

Current printer

() Inherit system's default printer

(®) Use this printer: Canon |nkjet 0253

Default at server

Lo |

lllus. 32  defining an unused printer as current printer

Manual

ThinPrint Client Windows.fm

9T0¢ HQWD uHduIyl @
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